Eagle Wire Shelving

The patented Quad-Truss®

patented system makes EAGLE wire
QuadTruss shelving products the strongest s :
design e hos B ot Finish Warranties
y- Stainless Steel finish—OUR BEST
= Stainless steel —
i NSF-listed for all environments. Type 304
EAG LEQEII'EI@' with MICROGARD® stainless steel. 15 Year Warranty
An antimicrobial agent which contains built-in (NOTE: Stainless Steel shelves are
o wite protection to retard the growth of a broad electropolished)
E AGLEgal'd wi range of bacteria, mold and mildew on the T T W Y
4 W ieatul'es surface of the shelves that cause stains, = Zhe chiorde
sheh"ng no 8 odors and degradation. * Clear chromate
G AHD + MasterSeal® sealer
M‘cn ot& cﬂon o g = Blue green (transiucent)
_ ial oY e e hybrid epoxy with MICROGARD®
nt‘m‘crob‘a‘ p b —— ;i“ﬁ. NSF-listed for all environments.

chromate plating with MasterSeal®
sealer and a hybrid translucent epoxy
combined with MICROGARD®.

15 Year Warranty

‘K’ﬁ* . —— ' Zinc chloride plating followed by clear
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Valu-Master® epoxy
Valu-Master® EPDK}*' « Phosphate conversion coating

» MasgterSeal® sealer
» Pewtler gray epoxy
NSF-listed for dry/wet storage and dry
heated environments. Phosphate
conversion coating with MasterSeal®
sealer for improved rust protection,
followed by metallic gray epoxy coating.
5 Year Warranty

Valu-Gard™ epoxy
* Phosphate conversion coating
» MasterSeal® sealer.
» Green (opague)
hybrid metallic epoxy
MNSF-listed for dry/wet storage and dry
heated environments. Phosphate
conversion coating with MasterSeal®
sealer for improved rust protection,
followed by metallic green epoxy
coating.

EAGLEgard® starter unit

EHS}’ Assembfy 5 Year Warranty
* Numerically calibrated grooved posts, tapered plastic split sleeves ﬂgw;:;e’ﬁ ;
and shelf collars combine to make shelving assembly a simple two et
siep process. » Air-dry lacquer
- MNSF-listed for dry storage and heated
1) $nap the Efpllt sleeves onto the post over the number of your e B Al
choice; 2) Slide the shelf collars over the split sleeves. A positive lock followed by chrome plating.
between shelf and post is created without the use of any tools. 1 Year Warranty
i P § : y (NOTE: Optional clear hybrid epoxy,
« Tapered split sleeves of high-temperature-resistant NSF-listed for all environments,
ABS plastic create a positive lock that becomes s
stronger as the load increases. ] Eaglebrite® zinc )
» Posts are numbered in 1” increments to ensure fast \-'( § ol —
and level assembly. / - MasterSeal® sealer . ...--*‘
split sleeves « Air-dry lacquer

* | eveling feet are provided to help compensate for NEE Bl fon feysinemoand hooled
uneven floor surfaces. environments. Bright zinc chloride plating

« Available in six finishes: EAGLEbrite® sealed with Masterseal® coating fﬁg‘;ﬁg;’gﬁciﬂ g:“f’;’ﬂgfﬁrﬂﬂ"?u;"h

for improved rust protection, chrome plating, Valu-Master® pewter grey protection. 3 Year Warranty
epoxy, Valu-Gard™ green epoxy, EAGLEgard® with MICROGARD® ':P’ETEE;e”;':ﬁrg“;::’_‘*[frLef‘;g'igfﬁ;f;%ﬁ;fjﬁ: -
antimicrobial protection, heavy duty translucent green epoxy finish environments.) ’

(also with Masterseal® coating), and stainless steel.
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